
2016 Review

Eddie McCarty
Team Leader, Plant QA Team
Asphalt Technology Division



QC Personnel, Plant & Field

•Plant
• A Certified Plant Tech shall be present at the plant 

during production AND shipment

• Field
• A Certified Field Tech shall be present at the job site



Estimated Production

•Plant to notify SHA:
•24 hrs before production
•48 hrs for night work

• Include Contract number and FMIS number

•Be specific with location

•Paving contractors without plants need to be 
aware of this







Temperature

•Mix
• 225° F

•Air & Surface
• 32° F for Base Mix
• 40° F for Surface Mix
• 50° F for Polymer-Modified Binder

• Traffic
• 140° F





Cores

• ≥ 25mm 6” cores 

≤ 19mm 4” or 6” cores

• Random location sheets
• 500 Ton sublots
• A&B sheets, project chooses one at end of 

day
• Not companion cores
• Offset…NOT down the center of the lane
• Attach to completed core sheet
• Keep cores together and with paperwork
• Fill core holes



Default setting









Number of QA Cores Required . . . 5+









Density Gauge Readings

• Calibrated Thin Lift Gauge (Nuclear or Non-Nuclear) 
required anytime we are not paying for material by 
core results. 



Thin Lift Nuclear Gauge?

• Troxler 4640 is the typical 
nuclear gauge one would see on 
a paving project.

• Troxler 3450 is the only dual 
purpose gauge that we accept 
for Asphalt and must be 
operated in thin layer mode. 

• Troxler 3401, 3411-B, 3430, 
3440, and 3440 Plus are not 
acceptable for asphalt. 







Mix Samples

•Random

•QC & QA taken independently



Label the Samples 

•Completely fill out box label and compaction 
sheets.

• Label proper tack jug and attach paperwork.









SAMPLE  DROP -BOX  LOCATIONS

Specialized -

Frederick

Specialized -

Hanover

La Vale
Hagerstown
Frederick
Hanover
Carroll County
Lutherville
Salisbury
Easton
Chestertown
Elkton
Prince Frederick
La Plata
Annapolis
Greenbelt
Gaithersburg



Drop Box Locations…



Tack Application…





Becky’s New Phone































Independent Assurance Audits (IA’s)

• What is required to maintain your MARTCP card?
• HMA Plant Level 1 and Level 2

• IA every calendar year

• HMA Field
• 3 IA’s / 5 years

• Must be in different calendar years

• 1 of the 3 must me in the calendar year your card expires

• For all certifications…
• MUST send application and IA receipts to Lisa Alford before card expires

• E-mail: Lalford@sha.state.md.us Phone: 443-572-5040 

mailto:Lalford@sha.state.md.us


• Update your contact information

• Update your contact information

• Update your contact information

• Notification letters go out before expiration

Independent Assurance Audits (IA’s)



Lisa Alford

Lalford@sha.state.md.us

443-572-5040 



ATD Field Contacts

• Chuck Cooley 443-695-0921 D6

• Mike Little 301-473-6082 D3, D5 (south), D7

• Ray Randall 443-643-8378 D2 (CE),D4,D5 (AA), BA City

• Dean Vincent 443-386-9273 D1, D2 (south)

• Larry Riggleman D7

• Gloria Burke   443-386-9266

• Eddie McCarty 443-386-9277

• Becky Smith 443-386-9276

• Bonnie Johnson (Ride): 443-474-2144


